




BEGU-shaft cover without air vent
Class A, Ø 785 x 600 x 80 or
Class B, Ø 785 x 600 x 125

BEGU-shaft cover without air vent
Class D, Ø 785 x 600 x 160

Max. 3 support rings (DIN 4034-2)
Ø 785 x 625 x 80

Flush cleaning connection
(Optional vacuum breaker)

Screw-connection

Screw-connection

Pump 1 ON

OFF
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BSP 11/2’’ M

BSP 11/2’’ M

Inlet

air vent/
cable pipe

Cast shaft cover Ø 700
Class A (like DIN 19596)

Load-distribution plate
Ø 1700 x 200

extension piece
Ø 588 x 350

ø800

max. 1231

Dimensions

SKB 6-45/1(2) + SKB 9-45/1(2)   
Single- and twin pump station

 Cast cover BEGU-shaft cover  1)  BEGU-shaft cover  1)           BEGU-shaft cover  2) 
 Class A Class A  Class B   Class D

Tank A B B1 B2 B B1 B2 B B1 B2

SKB6-45/1+2 1650 1770-1930 120-280 80 1815-1975 165-325 125 2130-2230 480-580 160

SKB9-45/1+2 2100 2220-2380 120-280 80 2265-2425 165-325 125 2580-2680 480-580 160

Tank wall thickness min. 8mm 
1) Total height (min. 1, max. 3 supporting rings 80 mm high) 
2) Total height (Installation with load-distribution plate)

Tank Connections C D 90° 180° 270°

SKB6-45/1+2 air vent/ 
 cable pipe 1050 – – DN100/150 

 Inlet – 600 DN200 DN100/150 DN100/150

SKB9-45/1+2 air vent/ 
 cable pipe 1500 – DN100/150 DN100/150 

 Inlet – 600 DN200 DN100/150 DN100/150

Connection –A-Ø: DN100-Ø109, DN150- Ø159, DN200- Ø198 



Installation

SKB 9-45/1

Air vent
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Attention: 
Sewer backflush level
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Control panel:  
Electronic control panel with plastic housing IP 
54. Manual-O-automatic switch. Pilot lights for 
operation, direction of rotation (3-phase models 
only), alarm and faults. Overload protection with 
contractor. Mainsoperated alarm with buzzer. 
Mains-independent alarm connector with batte-
ry charger for storage battery. Voltfree contact 
for remote signal. Pump motor overtemperatu-
re protection on pumps with integrated thermal 
sensors. Operation capacitor or start capacitor 
(for single-phase models only). Pneumatic level 
control with pressure tube, pressure switch and 
compressor. Twin pump station control panel 
additionally with autochangeover after each 
pump cycle, operation of second pump at high 
flow, automatic change to standby pump in 
case of pump failure.

 Complete control panels 
PS / HCON / HSKB see accessories

Control panels for  
230 V / 1 Ph on request

Storage Battery 9.6 V for  
mains independant alarm 1952214

Electronic seal control of  
pump oil chamber with  
alarm at the control panel see accessories

 Pump coupling flange: 
 For connection the selected pump type to  
 the coupling system.

Pump for   
collecting flange Pump type Ref.-No.

BSP 2“ M TCV 7323233

BSP 2“ F TP 30, GRP 7323231

BSP 2 1/2“ F TP 50 7323941

BSP 2 1/2“ M TCM, TCV 7323943

Accessories Shaft cover  Part.-No.

 Cast iron,  
Class A ø800 mm 2804920

 BEGU-cover  
(only for  
supporting ring) 
Class A ø785x600x80 mm 2805005 
Class B ø785x600x125 mm 2805014

 Supporting   
ring, concrete ø785x625x80 mm 2805000

 BEGU cover kit,  
class D with,  
load-distribution 
plate  ø1700x600 mm 8608050

 Vacuum braker  
compl.,  BSP 11/2'' /  
stainless steel BSP 1'' 7336624

 Screw-connection   
for PE-HD  ø 50 x 4,6 mm 2109160 
discharge pipe ø 63 x 5,8 mm 2109165
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HOMA Pumpenfabrik GmbH
P.O. Box 22 63, D-53814 Neunk.-Seelscheid  
Tel. +49 (0) 22 47 /702-0, Fax +49 (0) 22 47 /702 -44
e-mail: info@homa-pumpen.de 
www.www.homapumps.com

We reserve the right to alter our specifications without notice


