
BREWERY WASTEWATER | NORTH RHINE-WESTPHALIA GERMANY
HOMA STAINLESS STEEL PUMPS FOR WASTEWATER FROM LARGE BREWERY

Challenge:
The brewery was looking for a durable and reliable wastewater pump that was resistant to a chemically aggressive 
pumping medium with strongly fluctuating pH values of 2 - 12. The pump should not be a special version and should 
be produced by the manufacturer in large quantities.
Solution supplied:
2 HOMA stainless steel pumps  CTP50M35/2 D 

Q max:		  H max:		  Discharge:			  Weight:
30 m3/ h		  14,00 m		  G 2 ½“ - DN 65		  49 kg 	

In the food and beverage industry, pumps are often confronted with corrosive and chemically aggressive wastewater. Sim-
ple pumps made of cast iron cannot withstand these media in the long term. This leads to breakdowns, time consuming 
service and financial losses. Our customer, one of Germany‘s leading breweries with a long tradition, also experienced this 
problem. We were able to solve the problem by using the high-quality CTP50 stainless steel pump, as it can withstand the 
aggressive chemicals and guarantees a long service life. 

PROBLEM 
For our customer, wastewater treatment is crucial for the 
operation of the brewery. A failure of the wastewater pum-
ping station can lead to a production stop and uncontrolled 
effluents can result in high fines from the regulatory autho-
rities. In both cases, this is accompanied by considerable 
financial damage. The functionality and reliability of the 
pumps are therefore of vital importance. 
For the same reason, it is important that the old pumps can 
be replaced very fast and easy without any special rebuil-
ding of the station.     

REFERENCE:

SOLUTION
Based on its experience with brewery wastewater, HOMA 
has recommended the use of 2 Stainless steel CTP50  
submersible watewater pump. The pump is made of high- 
grade, casted stainless steel and can withstand aggressive 
wastewater with strongly fluctuating pH values of 2-12 wi-
thout corroding. 
With an adapter, the pump can be easily coupled to all 
discharge connection from other manufacturers. This me-
ans that the operator can quickly replace any brand with a 
durable stainless-steel pump from HOMA and guarantee 
long-lasting and reliable wastewater disposal. 



HOMA Pumpenfabrik GmbH
Industriestraße 1, D-53819 Neunk.-Seelscheid  
Tel. +49 (0)22 47 702-0, Fax +49 (0)22 47 702 -44
info@homa-pumpen.de, www.homa-pumpen.de

Find your local sales representative at  www.homa-pumpen.com/sales

For more information about the HOMA stainless steel pump range, 
download our brochure by scanning the qr code or visit our website at 
www.homa-pumpen.com

Impeller of old cast iron pumps after 8 Month in CIP-effluent Impeller of HOMA CTP after 5 Years in CIP-effluent 

STAINLESS STEEL
SUBMERSIBLE PUMPS
FOR CHEMICALLY AGGRESSIVE LIQUIDS

Ranges CH, CTP, CMXS, CV, CVX, CK   |   Discharge 2“ - DN 150

Application scenarios (comparison of cast iron impeller and stainless steel impeller)


